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46 CFR Ch. I (10–1–14 Edition) § 105.35–5 

§ 105.35–5 Fire pumps. 
(a) All vessels shall be provided with 

a hand operated portable fire pump 
having a capacity of at least 5 gallons 
per minute. This fire pump shall be 
equipped with suction and discharge 
hose suitable for use in firefighting. 
This pump may also serve as a bilge 
pump. 

(b) A power-driven fire pump shall be 
installed on each vessel of more than 65 
feet in length overall. 

(1) The power fire pump shall be self- 
priming and of such size as to dis-
charge an effective stream from a hose 
connected to the highest outlet. 

(2) The minimum capacity of the 
power fire pump shall be 50 gallons per 
minute at a pressure of not less than 60 
pounds per square inch at the pump 
outlet. The pump outlet shall be fitted 
with a pressure gage. 

(3) The power fire pump may be driv-
en off a propulsion engine or other 
source of power and shall be connected 
to the fire main. This pump may also 
be connected to the bilge system so 
that it can serve as either a fire pump 
or a bilge pump. 

§ 105.35–10 Fire main system. 
(a) All vessels required to be provided 

with a power-driven fire pump shall 
also be provided with a fire main sys-
tem including fire main, hydrants, 
hose, and nozzles. 

(b) Fire hydrants, when required, 
shall be of sufficient number and so lo-
cated that any part of the vessel may 
be reached with an effective stream of 
water from a single length of hose. 

(c) All piping, valves, and fittings 
shall be in accordance with good ma-
rine practice and suitable for the pur-
pose intended. 

§ 105.35–15 Fire hose. 
(a) One length of fire hose shall be 

provided for each fire hydrant required. 
(b) Fire hose may be commercial fire 

hose or equivalent of not over 11⁄2-inch 
diameter or garden hose of not less 
than 5⁄8-inch nominal inside diameter. 
Hose shall be in one piece not less than 
25 feet and not more than 50 feet in 
length. 

(c) If 11⁄2 inch diameter fire hose is 
used after January 1, 1980, each length 
of hose must: 

(1) Be lined commercial fire hose that 
conforms to Underwriters’ Labora-
tories, Inc. Standard 19 or Federal 
Specification ZZ-H-451E. A hose that 
bears the label of Underwriters’ Lab-
oratories, Inc. as lined fire hose is ac-
cepted as conforming to this require-
ment; and 

(2) Have a combination nozzle ap-
proved by the Commandant in accord-
ance with § 162.027–6 of this chapter. 

(d) If garden hose is used, it shall be 
of a good commercial grade con-
structed of an inner rubber tube, plies 
of braided cotton reinforcement and an 
outer rubber cover or of equivalent ma-
terial, and shall be fitted with a com-
mercial garden hose nozzle of good 
grade bronze or equivalent metal. 

(e) All fittings on fire hose shall be of 
brass, copper, or other suitable corro-
sion resistant metal. 

(f) A length of fire hose shall be at-
tached to each fire hydrant at all 
times. 

[CGFR 69–53, 34 FR 11265, July 4, 1969, as 
amended by CGD 74–60, 41 FR 43151, Sept. 30, 
1976] 

Subpart 105.45—Special 
Operating Requirements 

§ 105.45–1 Loading or dispensing pe-
troleum products. 

(a) A commercial fishing vessel must 
have aboard a letter of compliance 
valid under subpart 105.15 of this part 
and must be in compliance with the re-
quirements in the letter while dis-
pensing petroleum products. This let-
ter of compliance issued to a vessel 
will state— 

(1) The number of crewmembers re-
quired to hold merchant mariner cre-
dentials or merchant mariner’s docu-
ments endorsed as tankermen under 
part 13 of this chapter; and 

(2) For each vessel of 200 gross tons 
or over, the complement of officers 
under Title 46 U.S.C. 8304. 

(b) Each person in charge of a trans-
fer of liquid cargo in bulk to or from a 
cargo tank shall hold— 

(1) A valid merchant mariner creden-
tial or merchant mariner’s document 
endorsed as ‘‘Tankerman-PIC’’ or re-
stricted ‘‘Tankerman-PIC’’ authorizing 
transfer of the classification of cargo 
involved; or 
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